
Features: 

· 1/4” (Color) SHARP CCD Sensor  
· Build-in 11 power sensors 
· 3.6 mm lens 
· Built-in Electronic Auto Iris 
· Built-in Back-Light with CDS sensor 
· Built-in Auto White Balance 
· Powered by 12 VDC power supply 
· Capable for any indoor or outdoor housing�
· IR available distance up to 82 feet�
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Pick-up Element� 1/4” SHARP COLOR CCD Image Sensor �

Number of Pixel� PAL: 500(H) x 582(V) ; NTSC: 510(H) x 492(V)�

Horizontal Resolution� 420 TV Lines�

Min. Illumination� 0 Lux / F2.0�

S/N Ratio� > 48 dB�

Electronic Shutter� 1/50 (1/60) to 1/100,000 sec.  EE?AI Optional�

Load Impedance� 75 �

Standard Board Lens� f 3.6 mm / F2.0 �

Power Source� 12 VDC +/- 10% �

Angle of View� 92 degree �

Video Output� BNC 1.0 Vp-p, 75�  

System of Signal� PAL / NTSC�

Backlight  Compensation� On/Off Optional�

Lens Optional� 3.6, 6, 8�

Specifications: �

* Specifications Subject To Change Without Notice�


