
Features: 

-  Equipped 1/4” CCD Sensor 
-  Works in low light environment  
-  High resolution with 470 TV Line 
-  AWB, AGC, AI 
-  4.0 - 9.0 mm Vari-Focal Auto Iris Lens 
-  Low noise design 
-  6 cruising tracks 
-  32 preset camera positions 
-  Can be easily controlled by wireless controller 
-  Multi-protocol communication 
-  RS485 Communication interface 
-  Compatible with EverSecure DS-1100K5 or K6 PTZ Control Panels 
-  Wall mounting bracket included, ceiling Mount optional 
-  Powered by 12 VDC, 1.0 A, Low Power Consumption�

DS-350, DS-350– OD 
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Image Inductor� 1/4” Color CCD Sensor �

Resolution� 542(H) x 496(V) �

Scanning System� 525 lines, 60 fields/sec�

Horizontal� 480 TV Lines�

Signal-to-Noise� > 52 dB�

Electronic Shutter� 1/60 -  1/120,000 sec�

Sensitivity� 0.5 Lux/f1.2, 5600º K�

Zoom Rate� 2 x Digital (optional)�

Iris� Automatic (reference camera)�

Gain Control� Average Style Automatic Gain Control�

White Balance � Automatic Tracing White Balance�

Mirror Function� Optional�

Pan Speed� 0 ~ 12° / sec, 0 - 360°  unlimited positions �

Tilt Speed� 0 ~ 12° / sec, 0 - 90°  unlimited positions �

Preset Positions� 32 preset positions�

Patrol Function� 6 cruises max.�

Protocol for Communication� SAMSUNG, B01, NEON, PELCO-D, PELCO-P/4800, 
PELCO-P/9600, ALEC�

Communication Interface� RS-485 data communication�

Video Output� Composite Video 1.0 Vp-p 75 Ohm�

Power Supply� 12 VDC +/- 10%, 1.0 A �

Power Consumption� 12 W (without heater and blower�

Relative Moisture� 10 -75%�

Operation Temperature� 32 –104 ° F �

Water Proof Grade� IP66 (outdoor version)�

Specifications: �


