EverSecure™ Security Products
DS-3601W, DS-3602W, DS-3603W

Camera Features:

SONY 1/4” ExView CCD sensor

470 TVL, 768 X 494 pixels high resolution

1.0 Lux/0.01 Lux min. illumination Day/Night auto switching

X 36 (optional X 30, X 26) optical zoom, X 12 digital zoom

Auto, Semi Auto, Manual focus

Auto / Manual White Balance

360°unlimited Pan, 95°Tilt

3609%sec preset, 1°~ 1807sec Swing, 0.05°~ 360° Manual PTZ rate
DS-3603W - 128 prgset positionsl . .

- Auto Flip, Auto Parking, Power-up Action functions

RS485 communication interface

Selectable Pelco-D, Pelco-P communication protocol

Built-in herter and blower

OSD menu

Powered by DC 12V/2.5A or AC 24V/1.5A

Dimension: @5.9” dome, @#8.1" X 9.2" housing

Approx. weight: 11 Lb

Operation Temerature: -22°~ 122°F

DS-3602W

Network Features:

ActiveX Technology, No software required to monitoring via network
M-JPEG & MPEG4 video compression format

10/100 Base-T fast Ethernet interface (RJ45)

Accessible by max. 40 uses at the same time

Supports Dynamic IP address

Built-in 32 bit RISC CPU

Embedded Linux OS

Built-in TCP/IP network protocol

/’L - 30 fps @ 720 X 480 pixels video transmission

DS-3601W
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Specifications:

Image Device

SONY 1/4” ExView CCD sensor

Effective Pixel

768 (H) x 494 (V)

Horizontal Resolution

470 TVL

S/N Ratio More than 50 dB
Zoom X 36 Optical, X 12 Digital
Focal Length F1.6 ~ 4.5, f=3.4(wide) ~ 122.4(tele)
Camera
Min. lllumination Day: 1.0 Lux / Night: 0.01 Lux
Day/Night Switch Auto / Day / Night (IR Cut Filter)
Focus Auto / Manual / Semi-Auto
AE Mode Auto Iris / Shutter / Manual / Brightness
White Balance Auto / Manual (Red/Blue Gain adjustable)
Back Light Compensation On / Off
Flick-less On / Off
Range Pan: 360° (unlimited), / Tilt: 95°
Pan/Tilt Speed Preset: 3607sec; Manual: 0.05%~3607sec(zoom propo rtional);
Swing: 1°~ 1807sec
Camera Part Preset 128 Presets with ID / Independent Preset Characteristic Setup
Pan/Tilt Pattern 4 Patterns (Approx. 5 minutes for each pattern)
Swing 8 Swings
Group 8 Groups (Max. 20 entries for each pattern)
Other Functions Auto Flip, Auto Parking, Power-up Action, etc.
Communication RS-485
Protocol Pelco-D, Pelco-P selectable
Privacy Zone 8 zones
Sensor In/Out Built-in 4 Input / 2 Output
On Screen Display English On/Off
General
Fan/Heater Built-in
Power AC 24V / 1.5A or DC 12V / 2.5A
Dimension Housing: @8.1" x 9.2; Dome: &5.9"
Weight Approx. 11 Lb
Operation Temperature -22°F ~ 122°F
CPU 32 bit RISC Processor
Hardware
(OFS] Embedded Linux
Viewer IE Web Browser
Protocol TCP/IP
Network Part | Network
Interface 10/100 Base-T Fast Ethernet (RJ45)
Algorithm M-JPEG and MPG4 (advanced simple profile @ level 5)
Compression
Rate 30 fps @ 720 x 480
Input & Output Bidirectional
Audio
Compression ADPCM

Special Functions

Motion Detection

Area Programmable Hardware Motion Detection Algorithm (24 x 15 grids)




