
Features:  

-  Remote access and control via Internet, Intranet or LAN 
-  Wavelet Compression Format  
-  Built-in 9 Channel multiplexer 
-  9 Channel video inputs with 9 looping outputs, 4 Audio inputs, 2 Audio 

outputs 
-  On Screen Display and RTC (Real Time Clock) function 
-  Support from 9 channels video inputs 
-  Picture-In-Picture (PIP) in both live and playback modes 
-  Motion detection function and 4 level video quality adjustable on each 

channel 
-  Alarm input & output function 
-  Video loss detection on each channel, with recording of up to 160 events  
-  Power loss memory function 
-  Support 1 removable IDE type HDD for up to 250 GB 
-  Quick multiple search by date/time, alarm, full list 
-  Security password protection�
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EverSecure™ Security Products �
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Video Format� NTSC/EIA or PAL/CCIR �

Network Interface� Ethernet (10/100 Base-T)�

Protocols � TCP/IP, ICMP, SMTP, HTTP, FTP�

Trigger & Action� E-mail images or images uploading to FTP site/ Remote recording�

Hard Disk Storage� IDE type HDD, UDMA 66, up to 250 GB�

Recording Mode� Manual / Alarm / Timer /  Motion Detection�

Camera Input Signal� 9 channels composite video signal, 1 Vp-p 75 Ohm, BNC �

Camera Loop Back� 9 channels composite video signal, 1 Vp-p 75 Ohm, BNC �

Main Monitor Output� composite video signal, 1 Vp-p 75 Ohm, BNC �

Call Monitor Output� composite video signal, 1 Vp-p 75 Ohm, BNC �

Audio Input� 4 Audio Inputs, RCA�

Audio Output� 2 Audio Outputs, RCA�

Motion Detection Area� 15 x 12 (=180) targets (NTSC) / 15 x 14 (=210) targets (PAL) per camera �

Motion Detection Sensitivity� 256 levels�

Video Loss Detection� Yes�

Refresh Rate� Up to 120 images/sec (NTSC) / Up to 100 images/sec (PAL) �

Recording Rate� Up to 25 images/sec (NTSC) / Up to 18 images/sec (PAL) �

Dwell Time� Programmable (1~10 sec.)�

Picture-In-Picture� Yes, movable�

Key Lock � Yes�

Picture Zoom� 2 x 2 (movable)�

Camera Title� 6 letters�

Video Adjustment� Color / Contrast / Brightness �

Alarm Input� TTL Input, Hi (5 V),  Low (Gnd)�

Alarm Output� COM / N. O.�

Time Display Format� YY/MM/DD, DD/MM/YY, MM/DD/YY, OFF�

Power Source� AC 100~240V +/- 10% switch adapter�

Power Consumption � < 32W�

Operation Temperature� 50 ~ 104 ºF (10 ~ 40 ºC)�

Dimension�  13.5” W x 8.8” D x 2.4”H�

Net Weight� 4.5  Lb  �

Specifications: �

* Specifications Subject To Change Without Notice�


