DVRM-2504CF

Rear View

A/V Input & Power adapter
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EverSecure™ Security Products

Features:

Designed for Mobile digital video surveillance
Records 4 channel real time video in MPEG-2 (DVD) format
Removable 2.5” IDE HDD optional
Supports CF card backup
Up to D1 (704 X 576 pixels) video resolution for one channel
10/100 Base-T fast Ethernet (RJ45) network interface
NMEA 183 GPS interface
High efficient power management:

* Supports scheduled power on/off

* Supports power on/off on certain period after ignition/

engine off

Anti-vibration Cradle design to protect HDD
Error-proof File design, compatible with FAT32
Live Display, Recording, Playback, Alarm, Backup simultane-

ously

Specifications:

Compression Format

MPEG-2

Network Interface

10/100 Base-T Ethernet , RJ45

Video Input 4 channels, 1.0 Vp-p, 75 , BNC
Video Output 10utput (BNC)
Video Standard PAL/NTSC

Audio Input

2 channels, Line in, 50~4000mv, 50~350Hz

Audio Output

1 channel

Recording Mode

704 X 576 pixels at 30 fps (NTSC)

Storage Removable 2.5” IDE HDD
Alarm Input 4 channels
Alarm Output 2 channels

PTZ Control

RS485 interface

Language

English/Chinese

Multi Task Mode

Live Display, Recording, Playback, Alarm,
Backup simultaneously

GPS Interface NMEA. 183

Power Input DC8~32V

Power Output DC 12 V / 1A max.

Dimension 7 1/8"(W) X 1 11/16"(H) X 7 1/8"(D)

Working Condition

Temperature: 32% 140°F, Humidity: < 90%

Weight

Approx. 5.5 Lb




