
Features: 

-  Real PIR Motion Detector equipped SONY CCD image sensor 
-  PIR detection range: 100º with 30 ft 
-  High resolution camera with 350 TV Line 
-  3.7 mm/F2.0 pinhole lens 
-  Built-in miniature microphone  
-  Power consumption: 150 mA (activated) 
-  Powered by 12 VDC 
-  Built-in Alarm Output port and Lamp terminal to trigger both the 

alarm device  and the light connected 
-  PIR active time selectable by jumper  
�

IC-113 / IC-113C 
����������	
����
������
��
��������
�����������������	
����
������
��
��������
�����������������	
����
������
��
��������
�����������������	
����
������
��
��������
������� �G�G�G�G
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Image Inductor� SONY 1/4” B/W / Color CCD Image Sen-
sor �

Resolution� 512(H) x 492(V) pixels�

Horizontal� 350 TV Lines�

Sensitivity� 1.0 Lux/F2.0�

Lens� 3.7 mm pinhole lens�

Lens Angle� 67.5º vertical, 110º  Horizontal�

Signal-to-Noise� > 48 dB�

Electronic Shutter� 1/60 -  1/100,000 sec�

Iris� Automatic (reference camera)�

Gain Control� Average Style Automatic Gain Control�

White Balance � Automatic Tracing White Balance�

Video Output� Composite Video 1.0 Vp-p 75 Ohm�

PIR Detection Range� 100º  with  30 ft�

PIR Alarm Output� N.C. / N.O. / max loading 30 VDC/500mA�

Lamp Control Loading� 1,250 Watt max.�

Power Supply� 12 VDC +/- 10%, 1.0 A �

Power Consumption� 1.8 Watt�

Relative Moisture� 10 -75%�

Operation Temperature� 32 –104 ° F �

Weight� 0.5 Lb�

Dimension� 2 1/4” W x 4 1/4” H x 2” D�

Specifications: �


