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DSP Color CCD Camera with Audio 
SX-800C-AU 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

 

 
· Color camera with a ¼” CCD sensor in 

a metal case 
· Employs Digital Signal Processor 

(DSP) chip-set for image control 
· 420 TVL 
· Reduced fixed pattern noise and lag. 

No sticking and no image distortion. 
Blooming suppression 

· AES, AGC, AWB, BLC 
· Built-in microphone and audio 

amplifier for audio function 
· Supports both C & CS mount lens 
· Built-in anti-aliasing & IR-cut optical 

filter  
· Supports Auto Iris lens  
· DC type, low power consumption   

 
 

Image pick-up device SONY 1/4” interline transfer Color CCD Sensor 
Effective Picture Elements (H*V) NTSC: 512 * 494; PAL: 512 * 582 
Horizontal Resolution 420 TV Lines 
Minimum Illumination 0.5 Lux @F 1.2  
S/N Ratio More than 48 dB 
Auto Electronic Shutter EE/AI switchable  
Auto Iris DC/Video switchable 
Mirror Control On/Off switchable 
Auto White Balance Yes 
Back light Compensation On/Off switchable 
Synchronous System Internal Negative sync.  
Video Output  1 V p-p / 75 ohms. BNC or F connector  
Audio Output Microphone + Amplifier 2 V p-p / 50 ohms. RCA connector 
Operation Temperature -10 ~ + 50° C (14~ + 75°F) 
Power Supply 12 VDC+/- 10% , 150 mA 
Gamma Characteristic 0.45 
Lens Mount C or CS mount adjustable 
Weight 185 g 
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